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Safety Light Curtain 
Software

atLightCurtain
CATALOG

For your safety, read and follow the considerations written in the instruction 
manual, other manuals and Autonics website.
The specifications, dimensions, etc. are subject to change without notice for product 
improvement. Some models may be discontinued without notice. 

Features

• Intuitive graphic user interface

• Light curtain operation status monitoring 
- Monitor amount of light received 
- Monitor connection and switches 
- Monitor errors and warnings

• Supports safe distance calculation function (patent)*

*Korean patent pending (10-2020-0049173)

Manual
Please refer to the manual for correct use of the product and be sure to follow the 
precautions.
Download the manual from the Autonics website.

Supported Device
  ■  Safety Cat. 4, Finger/Hand/Body Detection  
Safety Light Curtains SFL / SFLA Series

For more information, refer to the manual of the supported device.
• In case of SFL (Standard type), only monitoring function is supported, and 

in case of SFLA (advanced type), all functions such as parameter setting are 
available.

Installation Specification
Download the installation program from the Autonics website.

Item Minimum requirements
System IBM PC compatible computer with over 1 GHz processor
OS Microsoft Windows 7
RAM 2 GB or higher 
Storages At least 1 GB of available HDD space
Resolution 1024 × 760 or higher 
Others USB port
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